
Quantification of total flora
on surfaces by ATP-metry

Take out a LUMITUBE bag and the dropper bottles of EXTRACTANT and STANDARD.
Make sure they are at room temperature (>18°C) before use. ◄ 

Video tutorial
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DENDRIDIAG® BF
ATP tests for surfaces

8. Fix the lumitube to its holder. Insert 
in the luminometer and press ENTER. 
Write down the R2 result.

9. Enter the results in the Excel table or 
in the webapp. A color code indicates if 
a corrective action is necessary. 

7. Correctly homogenize the mix by
turning the swab inside the lumitube
to get a good calibration.

6. Write down the R1 result (in RLU). 
Get the lumitube out of the luminome-
ter and add one drop of STANDARD. 

x 1 drop

5. Break off the top of the swab. Fix 
the lumitube to its holder and place it 
in the luminometer. Press ENTER.

4. Put 6 drops of EXTRACTANT in the 
lumitube. Insert the swab inside the 
lumitube and homogenize the mix. 

3. Clean the sampling template and 
sample the delimited surface (20cm²). 
Put the swab back in its packaging.   

2. Take out the swab without touching 
the tip and drop off 2 drops on the tip. 
Put the swab back in its packaging. 

1. Take one lumitube out of the bag. 
Remove the cap with the tube holder 
and place the lumitube on the rack.  

>18°

>18°

x 2 drops

x 6 drops


