
KIKKOMAN SMART
Measurement of  bacter ia by ATPmetry

A D E V I C E  T H AT C O M B I N E S  P E R F O R M A N C E S  W I T H  D U R A B I L I T Y

T H E Y  T R U S T  U S

SENSITIVE
Moni to r ing  o f  indus t r ia l ,  ho t  and 

d r ink ing   water,  and  sur faces .

EASY-TO-USE
Al ready  se t  up ,  no  techn ica l 

sk i l l s  requ i red .

ADAPTED TO THE FIELD
Compact  and  res is tan t , 

ba t te ry  opera ted .

LOW COST 
One o f  the  cheapes t  on  the 

marke t ,  ensur ing  a  very  qu ick 
re tu rn  on  inves tment .

RAPID 
Mesurement  in  10  sec ,  au tomat ic 

ca l ib ra t ion ,  does  no t  requ i re  a 
computer.

FREE APP
Use one o f  the  app  deve loped by 
GL B iocont ro l  to  eas i l y  in te rp re t 

your  resu l ts .



S P E C I F I C A T I O N S

M U L T I P L E  F I E L D  A P P L I C A T I O N S

R E L A T E D  P R O D U C T S

The ATP tests DENDRIDIAG® for industrial water (IW ), domestic hot water 
and drinking water (SW ) or surfaces (BF ).

The consumables (filters, syringes, swabs...). 

The case to safely carry your luminometer and all the necessary 
components to measure bacteria on the field. 

The app, a decision support tool supplied for free. 

N E E D  I N F O R M A T I O N ?  C O N T A C T  U S

GL BIOCONTROL
5 avenue de l’Europe - Hélioparc - 34 830 CLAPIERS (FRANCE)

contact@gl-biocontrol.com

+ 33 (0)9 67 39 35 20

WWW.GL-BIOCONTROL.COM

INDUSTRIAL WATER: coo l ing  o r  p rocess  c i rcu i ts , 
water  p roduc t ion  un i ts  fo r  indus t r ia l  use ,  e lec t rop la t ing . . . 

DRINKING WATER:  d r ink ing  water  p roduc t ion ,  supp ly 
sys tems,  s to rage tank  c lean ing ,  c r i s i s  management ,  non-
con formi t ies . . . 

DOMESTIC HOT WATER:  domest ic  ho t  water 
p roduc t ion ,  domest ic  d is t r ibu t ion  sys tems. . .

SURFACES:  Swimming poo ls ,  food  and pharmaceut ica l 
indus t r ies ,  water  p roduc t ion  un i ts ,  coo l ing  ne tworks . . .

Measurement  dura t ion

Type
DENDRIDIAG®  k i t s  compat ib i l i t y
Background no ise

Memory  s to rage
Uni t  o f  measurement
Auto  Zero  ca l ib ra t ion

Opera t ion  tempera tu re
Storage tempera tu re
Mass
Size
Power  supp ly

Manufac tu re r ’s  guaran tee

Measurement  techn ique Photon  count ing  by  pho tod iode
Tube luminometer  w i th  tube  ho lder
DENDRIDIAG® IW, SW  and  BF
< 2  RLU
10 seconds
In tegra ted
RLU (Re la t i ve  L igh t  Un i t )
2000 measurements
2  ba t te r ies ,  1 ,5V (LR6 AA)
65  x  176  x  40  mm
235 g
-10  to  50°C
5 to  40°C
1 year


